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Before commencing work, you must read these installation instructions through carefully and make sure
you understand them fully.

We congratulate you on your choice of optional accessories from BMW Motorrad that will enable you to customise
your motorcycle in accordance with your personal preferences.

Safety is invariably an essential prerequisite for extracting full benefit and enjoyment from new accessories. Some work
calls for special tools and possibly a thorough knowledge of motorcycle technology. If you are in doubt consult a spe-
cialist workshop, preferably your authorised BMW Motorrad dealer.

Since we provide you with a multitude of accessories and optional equipment, we cannot cover all equipment specifica-
tions in these installation instructions. Therefore we restrict ourselves to the basic version of the corresponding model.
The removal and installation of other possibly installed accessories is described in the corresponding installation instruc-
tions. Consult your authorised BMW Motorrad dealer if you no longer have access to the sets of instructions you need.

If you have questions concerning your motorcycle or any of the accessories from our range, your authorised
BMW Motorrad dealer will gladly provide advice and assistance.

We at BMW Motorrad hope you will enjoy riding your BMW and that all your journeys will be pleasant and safe.

The symbols used to draw attention to precautionary statements in this manual are as follows:

CAUTION WARNING DANGER ATTENTION

Low-risk hazard. Non-
avoidance can lead to
slight or moderate injury.

Medium-risk hazard. Non-
avoidance can lead to fatal
or severe injury.

High-risk hazard. Non-
avoidance leads to fatal
or severe injury.

Special notes and precau-
tionary measures. Non-
compliance can lead to
damage to the vehicle
or accessory and, con-
sequently, to voiding of the
warranty.

NOTICE Tightening torque

Specific instructions on
how to operate, control,
adjust or look after items of
equipment on the motor-
cycle.

Screws, bolts and nuts are
tightened in accordance
with the applicable DIN/
ISO standards. Tightening
torques that deviate from
the standards are stated.
Non-compliance can result
in damage to the vehicle
or accessories or can en-
danger the driver.

Start of the main activity End of the main activity

Start of the secondary activity End of the secondary activity
Instruction End of validity designation CS (construction status),

OE (optional extra) or OA (optional accessory)
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Encoding lock barrel

Requisite tools

Tweezers

Delivery specification

Lock barrel set

General instructions

WARNING
Children and pets in the working area
Injury to persons

Keep children and pets away from the working area.

CAUTION
Wearing jewellery during work
Risk of injury by snagging or electrical short circuit

Remove all items of personal jewellery (rings, chains, wristwatch, etc.) before starting work.

NOTICE
Once the retrofit kit has been installed by the workshop, these installation instructions must be handed over to the cus-
tomer.
Make sure that these installation instructions accompany the retrofit kit when it is passed on to a third party.
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77 44 030 Encode lock barrel

1
Encoding lock barrel

Retainers (1) are installed according to the cut-
in depths (arrows) of vehicle key (2).

Align lock barrel (1) with chamber (2) without pressure
spring mount facing up.

Chamber (3) is not occupied.

Install compression springs (4) in lock barrel (1).

Install retainers (1) in chambers (2).

Protect retainers (1) from falling out and turn lock bar-
rel (3).

4 Order No. 77 01 5 A1D 845 04/2020



Install compression springs (1) in lock barrel (2).

Install retainers (1) in chambers (2).

Install lock plate (3) in last chamber (4).

Insert ignition key (1) in lock barrel (2).

Retainers (3) are pulled in when ignition key (1) is inserted,
lock plate (4) remains protruded.

Check
Check if all retainers (1) were pulled in flush in lock bar-
rel (2).

Result
All retainers (1) are pulled in flush.

Measure
Lock barrel completely encoded and can be installed in
lock.

Result
One or more retainers (1) are protruding over lock barrel (2).

Measure
Pull out ignition key (1) and replace corresponding retainer
with matching encoding.
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